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both, are not intended for plotting on
maps or charts whose referenced hori-
zontal datum is the North American
Datum of 1983 (NAD 83), unless such ge-
ographic coordinates are expressly la-
beled NAD 83. Geographic coordinates
without the NAD 83 reference may be
plotted on maps or charts reference to
NAD 83 only after application of the
appropriate corrections that are pub-
lished on the particular map or chart
being used.

[CGD 78–160, 47 FR 9386, Mar. 4, 1982, as
amended by CGD 86–082, 52 FR 33811, Sept. 8,
1987]

§ 147.15 Extent of safety zones.
A safety zone establishment under

this part may extend to a maximum
distance of 500 meters around the OCS
facility measured from each point on
its outer edge or from its construction
site, but may not interfere with the use
of recognized sea lanes essential to
navigation.

§ 147.20 Definitions.
Unless otherwise stated, the term

‘‘attending vessel’’ refers to any vessel
which is operated by the owner or oper-
ator of an OCS facility located in the
safety zone, which is used for the pur-
pose of carrying supplies, equipment or
personnel to or from the facility, which
is engaged in construction, mainte-
nance, alteration, or repair of the facil-
ity, or which is used for further explo-
ration, production, transfer or storage
of natural resources from the seabed
beneath the safety zone.

[CGD 08–99–023, 65 FR 16825, Mar. 30, 2000]

§ 147.801 Boxer Platform safety zone.
(a) Description. The Boxer Platform

is located at position 27°56′48″ N,
90°59′48″ W. The area within 500 meters
(1640.4 feet) from each point on the
structure’s outer edge, not to extend
into the adjacent East—West Gulf of
Mexico Fairway is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) An attending vessel;
(2) A vessel under 100 feet in length

overall not engaged in towing; or
(3) A vessel authorized by the Com-

mander, Eighth Coast Guard District.

[CGD 08–99–023, 65 FR 16825, Mar. 30, 2000]

§ 147.803 Bullwinkle Platform safety
zone.

(a) Description. The Bullwinkle Plat-
form is located at position 27°53′01″ N,
90°54′04″ W. The area within 500 meters
(1640.4 feet) from each point on the
structure’s outer edge is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) An attending vessel;
(2) A vessel under 100 feet in length

overall not engaged in towing; or
(3) A vessel authorized by the Com-

mander, Eighth Coast Guard District.

[CGD 08–99–023, 65 FR 16825, Mar. 30, 2000]

§ 147.805 Ursa Tension Leg Platform
safety zone.

(a) Description. The Ursa Tension Leg
Platform (Ursa TLP) is located at posi-
tion 28°09′14.497″ N, 89°06′12.790″ W. The
area within 500 meters (1640.4 feet)
from each point on the structure’s
outer edge is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) An attending vessel;
(2) A vessel under 100 feet in length

overall not engaged in towing; or
(3) A vessel authorized by the Com-

mander, Eighth Coast Guard District.

[CGD 08–99–023, 65 FR 16825, Mar. 30, 2000]

§ 147.807 West Delta 143 Platform safe-
ty zone.

(a) Description. The West Delta 143
Platform is located at position 28°39′42″
N, 89°33′05″ W. The area within 500 me-
ters (1640.4 feet) from each point on the
structure’s outer edge, not to extend
into the adjacent Mississippi River Ap-
proach Fairway, is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except: (1)
An attending vessel;

(2) A vessel under 100 feet in length
overall not engaged in towing; or

(3) A vessel authorized by the Com-
mander, Eighth Coast Guard District.

[CGD 08–99–023, 65 FR 16825, Mar. 30, 2000]

§ 147.809 Mars Tension Leg Platform
safety zone.

(a) Description. The Mars Tension Leg
Platform (Mars TLP) is located at posi-
tion 28°10′10.29″ N, 89°13′22.35″ W with
two supply boat mooring buoys at posi-
tions 28°10′18.12″ N, 89°12′52.08″ W
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(Northeast) and 28°09′49.62″ N,
89°12′57.48″ W (Southeast). The area
within 500 meters (1640.4 feet) from
each point on the structure’s outer
edge and the area within 500 meters
(1640.4 feet) of each of the supply boat
mooring buoys is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) An attending vessel;
(2) A vessel under 100 feet in length

overall not engaged in towing; or
(3) A vessel authorized by the Com-

mander, Eighth Coast Guard District.

[CGD 08–99–023, 65 FR 16825, Mar. 30, 2000]

§ 147.811 Ram-Powell Tension Leg
Platform safety zone.

(a) Description. The Ram-Powell Ten-
sion Leg Platform (Ram-Powell TLP)
is located at position 29°03′52.2″ N,
88°05′30″ W with two supply boat moor-
ing buoys at positions 29°03′52.2″ N,
88°05′12.6″ W (Northeast) and 29°03′28.2″
N, 88°05′10.2″ W (Southeast). The area
within 500 meters (1640.4 feet) from
each point on the structure’s outer
edge and the area within 500 meters
(1640.4 feet) of each of the supply boat
mooring buoys is a safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) An attending vessel;
(2) A vessel under 100 feet in length

overall not engaged in towing; or
(3) A vessel authorized by the Com-

mander, Eighth Coast Guard District.

[CGD 08–99–023, 65 FR 16825, Mar. 30, 2000]

§ 147.813 Auger Tension Leg Platform
safety zone.

(a) Description. The Auger Tension
Leg Platform (Auger TLP) is located at
position 27°32′45.4″ N, 92°26′35.09″ W with
two supply boat mooring buoys at posi-
tions 27°32′38.1″ N, 92°26′04.8″ W (East
Buoy) and 27°32′58.14″ N, 92°27′04.92″ W
(West Buoy). The area within 500 me-
ters (1640.4 feet) from each point on the
structure’s outer edge and an area
within 500 meters (1640.4 feet) of each of
the supply boat mooring buoys is a
safety zone.

(b) Regulation. No vessel may enter or
remain in this safety zone except:

(1) an attending vessel;

(2) A vessel under 100 feet in length
overall not engaged in towing or fish-
ing; or

(3) A vessel authorized by the Com-
mander, Eighth Coast Guard District.

[CGD 08–99–023, 65 FR 16825, Mar. 30, 2000]

§ 147.1102 Platform GRACE safety
zone.

(a) Description: The area within a line
500 meters from each point on the
structure’s outer edge. The position of
the center of the structure is 34°–10′–
47″N, 119°–28′–05″W.

(b) Regulations: No vessel may enter
or remain in this safety zone except
the following: (1) An attending vessel,
(2) a vessel under 100 feet in length
overall not engaged in towing, or (3) a
vessel authorized by the Commander,
Eleventh Coast Guard District.

[CCGD 11–79–02, 47 FR 39679, Sept. 9, 1982; 48
FR 33263, July 21, 1983]

§ 147.1103 Platform GINA safety zone.

(a) Description: The area within a line
500 meters from each point on the
structure’s outer edge. The position of
the center of the structure is 34°–07′–
02″N, 119°–16′–35″W.

(b) Regulations: No vessel may enter
or remain in this safety zone except
the following: (1) An attending vessel,
(2) a vessel under 100 feet in length
overall not engaged in towing, or (3) a
vessel authorized by the Commander,
Eleventh Coast Guard District.

[CCGD 11–79–02, 47 FR 39679, Sept. 9, 1982; 48
FR 33263, July 21, 1983]

§ 147.1104 Platform ELLEN & ELLY
safety zone.

(a) Description: The areas within a
line 500 meters from each point on the
outer edge of each structure. The
structures are approximately 120 me-
ters apart. The position of the center of
each structure is: Platform Ellen, 33°–
34′–57″N, 118°–07′–42″W; and Platform
Elly, 33°–35′–00″N, 118°–07′–40″W.

(b) Regulations: No vessel may enter
or remain in this safety zone except
the following: (1) An attending vessel
serving either structure, (2) a vessel
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